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SPECIAL REQUIREMENTS DATA INFORMATION

All special products will be subject to quotation before manufacture:
CUSTOMER: ……………………………………………………………….…………                       DATE: …..……………….
A.S.I. INK SERIES: ……………………………………………………                      SCREEN MESH COUNT……..:…………

APPROXIMATE AMOUNT OF INK REQUIRED: …………………….
*SUBSTRATE: ……………………………………… (If adhesion test only supply 10cmX10cm sample minimum)
NAME/PRODUCT TO BE LABELED AS: ……………………………………………………………………...…
SUBMIT PROOF PRIOR TO MANUFACTURE                     ADHESION TEST ONLY                         

YES                                          NO                                   YES                                          NO                                                       

(           (         (           (          

COLOUR TO MATCH:

            P.M.S NUMBER                                                                WET SAMPLE                                  COLOUR COPY

       (Please insert required No) 

……………………………                   (              (
LIGHT FASTNESS:

        EXTREME                                                                                 GOOD                                          UN-IMPORTANT

    (                        (              (
INK TO BE:

TRANSPARENT                                                                              OPAQUE                                        AS SAMPLE

   (                         (              ( 

GLOSS LEVEL TO BE:

      MAXIMUM                                                                                 FLAT                                             AS SAMPLE
   (                         (              (
*All matchings will be done on white substrate unless otherwise specified. In the situation where a match is required on a particular substrate, a sample of the material must be supplied before the matching can proceed.
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